REVISIONS

DESCRIPTIONS BY |DATE |APPROVED

1/2” x 5" THREADED GALVANIZED ANCHOR BOLTS IN CONC. SLAB

/ (12.7mm x 127.0mm)
y ® STAINLESS STEEL CAN — 16" (406.4mm) O.D.
YT DRILL 1/2" HOLES AT 3" (76.2mm) O.C.
NS
S No. 12 GA. (12.7mm) PLATE WELDED TO TOP
AR
STAINLESS
VENT STEEL
24" ( STRAP
(0.6m)
@ AR VAC. VALVE » [T
PLAN @ CORP STOP —__| IS
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1/2" x 5° THREADED GALV. CINCH ANCHOR s.fg:')m
BOLTS (REDHEADS) WITH NUTS & WASHERS DOWEL

WELD 1-1/2" x 1=1/2" x 1/4" x 1-1/2"
ANGLE CUPS TO PIPE
(203.2mm)
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4 (101.6mm)) 24" (0.6m) SQ. CONCRETE
18"  PVC SLEEVE PAD CLASS "A" 6 SACK,

LINE MUST HAVE CONTINUOUS , 3000 PSI
POSITIVE SLOPE TO SURFACE

1" (25.4mm) P.E. CTS
TUBING OR APPROVED EQUAL.
(2 $50.8mm) P.E. FOR

10" (254mm) MAINS OR
LARGER)

\iWHEN WATER MAIN IS LESS THAN 36" (0.9m) DEEP: USE MUELLER

CORPORATION
No.15020 QUARTER BEND CORPORATION STOP, OR APPROVED EQUAL.

STOP

SADDLE AND CORPORATION STOP AS PER WATER SERMICE CONNECTION
(DWG G—6) EXCEPT TAP MUST BE MADE ON TOP OF PIPE

@ JONES 2605 1° x 3/4” COUPLER OR
APPROVED EQUAL (COMP. ADAPTER)

(@ MUELLER 1* CURB STOP BALL VALVE OR APPROVED EQUAL.
@ APCO 142C — 1" OR 144C - 2" OR
CRISPIN A10 — 1 OR A20 — 2"
OR APPROVED EQUAL.
(@ RISE MUST BE MINIMUM 18" BELOW GUTTER FLOW LINE.
® LOCATOR WIRE 12 AWG INSULATED
(® STAINLESS STEEL CAN MAYBE PURCHASED FROM THE
CITY PUBLIC WORKS WATER DIVISION.
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